
Instrumentation Cable PAS 5308 P1 T1 0.5mm2

Application

Construction

Conductor 0.5mm2 – Class 5 plain copper IEC 60288

Insulation Part 1 – XLPE 0.75mm

Screen AL-PES Tape

Drain Wire 16 / 0.2 Tinned Copper

Outer Sheath LSOH Compound – BS 7655:6:1 LTS4

Sheath Colour Black UV resistant External grade

Characteristics

Conductor Resistance 37 Ohm / km at 20 deg C

Rated Temperature -30 Deg C to 90 Deg C Fixed

Rated Voltage Working Voltage 300 / 500 – Test 2KV

Minimum bending radius 7.5 x outer diameter
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Internal / External general purpose screened data cable 
for transmission of communication signals

UV stable, LSOH, External grade with some moisture protection

Overall screened plus drain for interference protection

Paired cores to reduce interference (2 pair laid up as quad)

CPR Compliant EN50575 – Cca, s1, d1, a1
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Statement of Conformance

It is hereby certified that any goods 
supplied that reference those above, 
conform to this specification unless 
otherwise noted. 

I.Loades Director

No. 
Pairs

Conductor Approx 
OD 

(mm)

Weight 
/ km

1 0.5mm2 6.0 42

2 0.5mm2 6.9 60

5

10

20

Pair 
No.

1 Black Blue

2 Black Green

3 Blue Green

4 Black Brown

5 Blue Brown

6 Green Brown

7 Black White

8 Blue White

9 Green White

10 Brown White

11 Black Red

12 Blue Red

13 Green Red

14 Brown Red

15 White Red

16 Black Orange

17 Blue Orange

18 Green Orange

19 Brown Orange

20 White Orange
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