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FTP CAT5 E Range 

Data Networking Cables for fixed installation

Screened for enhanced interference protection. 

100 MHz 4 pair Cat5e 

ISO/IEC11801, TIA/EIA568B

LSOH Jacket Meets IEC60332-1 IEC60754 IEC 61034 CPR Compliant -Class ECA 

PE Jacket UV Stable -CPR Compliant -Class FCA 

Conductor Solid Bare Copper 24 awg ( 1/0.49 ) 

Insulation HDPE nominal od 0.9mm 

Operating Temp

Conductor Resistance DC

Velocity Ratio

Characteristic Impedance

Rated Voltage

Pairs 4 pairs as chart below

Screen Alu Foil + 24 awg Drain Wire 

Sheath PVC / LSOH / PE / SWA options - 6.2mm nom od ( swa 12.8mm) 

Colour PVC – Grey LSOH - Violet

PE and SWA – Black 

-40 Deg C - + 75 Def C 

95 Ohm / km 

66%

1-100MHZ - 100 Ohm +-15

300V
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Frequency

(MHz)

RL (dB) 

min.

≥

Attenuation

(dB/100m)

max

≤

NEXT

(dB)

≥

PSNEXT

(dB)

≥

PSELFEXT

(dB)

≥

ELFEXT

(dB)

≥

1 20.0 2.0 65.3 62.3 61.0 64.0

4 23.0 4.1 56.3 53.3 49.0 52.0

10 25.0 6.5 50.3 47.3 41.0 44.0

16 25.0 8.2 47.2 44.4 36.9 39.9

20 25.0 9.3 45.8 42.8 35.0 38.0

25 24.3 10.4 44.3 41.3 33.0 35.8

31.25 23.6 11.7 42.9 39.9 31.1 34.1

62.5 21.5 17.0 38.4 35.4 25.1 28.1

100 20.1 22.0 35.3 32.3 21.0 24.0

Colour Code

Pair 1 Blue, White/Blue

Pair 2 Orange, White/Orange

Pair 3 Green, White/Green

Pair 4 Brown, White/Brown

LSZH Sheath meets:
IEC60332-1 [Flame Propagation]

IEC60754 [Halogen Free]

IEC61034 [Smoke Emissions


