
NYY-J / Tough Cable VDE0293

Application
Solid conductor, black PVC jacketed, 600/1000 V power and control cable. 

Designed for energy supply in cable ducts, power stations, industry and 
distribution boards and in subscriber networks. May also be used in brickwork 
and in concrete, excluding cabling in shaken, vibrated or compressed concrete. 

Can be installed in open air, underground, in water and indoors where 
mechanical damages are not expected. UV resistance allows for outdoor use.

CPR Compliant – Class Eca

Construction

Core Insulation PVC

Colour code VDE-0293-308 with ground

Above 5 cores, black w/ white numbers

Outer jacket PVC (DMV5)

Black (RAL 9005)

Single or multiple bare copper. Solid strand to VDE-0295 Class 1

For 4AWG and up, VDE-0295 Class-2 strand.

Characteristics

Voltage Rating (Uo/U) 600/1000V

Temperature Rating Flexing -5 to 50 deg C

Fixed -40 to 70 deg C
Minimum bending radius Single wired – 15x overall diameter

Multi wired – 12x overall diameter 
Flame retardant IEC60332.1

Insulation Resistance >100M Ohm x km

HD 603.1 & 627 S1 IEC60502 – CE Low Voltage Directive 73/23/E
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Statement of Conformance

It is hereby certified that any goods 
supplied that reference those above, 
conform to this specification unless 
otherwise noted. 
I.Loades Director
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